
Product datasheet
Specifications

Maintenance Bypass Panel, single
unit, 80-120kW 400V wallmount, for
Galaxy VS and Easy UPS 3S/3M
GVSBPSU80K120H

Overview
Presentation Maintenance bypass panel for complete isolation of the UPS during service operations.

Lead time Usually Ships within 2 Weeks

Physical
Colour White

Height 80 cm

Width 60 cm

Depth 28 cm

Net weight 40 kg

Environmental
Ambient air temperature for
operation

0…40 °C

Ambient air temperature for
storage

-25…55 °C

Packing Units
Unit Type of Package 1 PCE

Number of Units in Package 1 1

Package 1 Height 49 cm

Package 1 Width 84 cm

Package 1 Length 122 cm

Package 1 Weight 55 kg

Offer Sustainability
Sustainable offer status Green Premium product

REACh Regulation REACh Declaration

EU RoHS Directive Compliant
EU RoHS Declaration

Mercury free Yes

RoHS exemption information Yes
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https://download.schneider-electric.com/files?p_enDocType=Declaration+of+Conformity+%28Sustainability%29&p_Doc_Ref=GVSBPSU80K120H_REACH_DECLARATION&p_FileName=GVSBPSU80K120H_REACH_DECLARATION_AU_en-GB.pdf
https://download.schneider-electric.com/files?p_Doc_Ref=GVSBPSU80K120H_ROHS_DECLARATION&p_FileName=GVSBPSU80K120H_ROHS_DECLARATION_AU_en-GB.pdf
https://download.schneider-electric.com/files?p_enDocType=Declaration+of+Conformity+%28Sustainability%29&p_Doc_Ref=GVSBPSU80K120H_ROHS_DECLARATION&p_FileName=GVSBPSU80K120H_ROHS_DECLARATION_AU_en-GB.pdf


Environmental Disclosure Product Environmental Profile

Circularity Profile End of Life Information

Optimized Energy Efficiency Energy efficient product

Take-back Take-back program available

Recommended replacement(s)
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https://download.schneider-electric.com/files?p_enDocType=Environmental+Disclosure&p_Doc_Ref=ENVPEP1902001_EN
https://download.schneider-electric.com/files?p_enDocType=Circularity+Profile&p_Doc_Ref=ENVEOLI1902001_EN

